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1. INTRODUCTION

1.1 PURPOSE

The purpose of this document is to list the valid UPS AT unit configurations for the Capstone
System.

1.2 SCOPE

This document is used to detail the valid configurations available for the Capstone system,
Apollo MX20, GX60, UAT and accessories, as well as the proper user and installation guide
revisions.

2. INSTALLATION DATA
Installation instructions for the Apollo MX20, GX60, UAT are included in the installation
manuals. The installation manuals are listed in Table 1 and Table 2.

3. CONFIGURATION DATA
The valid Apollo MX20, GX60, UAT unit configurations for installations are listed in Table
1. The unit must be labeled with the mod letter(s), if any, as listed in the “Required Mods”
column. (Note: The unit may also be marked with additional mods that are not required for
valid configurations.)

The valid antennas for use for all installations are listed in Table 2.
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Table 1: Capstone Configurations

Model # Part # Description Required Mods Comment
GX60 430-6050-602 Apollo GX60

GPS/Comm
None Requires a GPS antenna  and a comm

antenna - see Table 2
-602 or higher

560-0961-02 Apollo GX GPS User’s
Manual

560-0928-01 Apollo GX Approach
User Manual Supplement

560-0963-02 Apollo GX60/65 Comm
User Manual Supplement

560-0959-03 Apollo GX50/60/65
Installation Manual

or 430-6050-605 Apollo GX60
GPS/Comm

None Requires a GPS antenna  and a comm
antenna - see Table 2
-605 or higher

560-0961-03 Apollo GX GPS User’s
Manual

560-0928-01 Apollo GX Approach
User Manual Supplement

560-0963-03 Apollo GX60/65 Comm
User Manual Supplement

560-0959-04 Apollo GX50/60/65
Installation Manual

MX20 430-0270-000 Apollo MX20 w/GPS None Requires a GPS antenna  -
see Table 2

560-1025-04 Apollo MX20 Installation
Manual

Supports V2.3 software

560-1025-05 Apollo MX20 Installation
Manual

Supports V3.0 software

560-1026-03 Apollo MX20 User’s
Guide

560-1026-03 includes version 2.3
software enhancements.

560-1026-04 Apollo MX20 User’s
Guide

560-1026-04 includes version 3.0
software enhancements.

560-1039-00 MX20 User’s Guide
Supplement V2.0

Required when using MX Users
Guide 560-1026-00

561-0271-00 MX20 User’s Guide
Supplement V2.2

Required when using MX Users
Guide 560-1026-01

561-1070-00 MX20 User’s Guide
Supplement V2.3

Required when using MX Users
Guide 560-1026-02.

or 430-0270-001 Apollo MX20 w/GPS None Requires a GPS antenna  -
see Table 2

560-1025-06 Apollo MX20 Installation
Manual

Supports V4.1 software

560-1026-05 Apollo MX20 User’s
Guide

560-1026-05 includes version 4.0
software enhancements.
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Table 1: Capstone Configurations

Model # Part # Description Required Mods Comment
560-1077-00 MX20 User’s Guide

Supplement V4.0
Required when using MX Users
Guide 560-1026-04

560-1077-01 MX20 User’s Guide
Supplement V4.1

Required when using MX Users
Guide 560-1026-05

560-1078-01 MX20 Install Guide
Supplement V4.1

Required when using MX Install
Guide 560-1025-05

UAT 430-6075-100 Apollo UAT Datalink
Radio – 981 MHz

Requires a top & bottom mount UAT
antenna  - see Table 2

560-1024-03 Capstone System
Installation Manual

SB2000-005 Service Bulletin Required when using Installation
Manual 560-1024-02 or earlier

SSD120 SSD120-
30AE-RS232

TransCal Altitude
Encoder

930005 rev A TransCal SSD120
Installation Manual
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Table 2: Antennas

Model # Part # Description Comment
  GPS Antennas

A-33 590-1104 A-33 GPS Oval ARINC style antenna
(Aero Antenna P/N AT-575-9)

560-0949-01 A-33 Antenna Installation Manual
A-34 590-1112 A-34 GPS antenna

(Aero Antenna P/N AT-575-93)
same “teardrop” footprint as Apollo
A-16 and A-23 loran antennas

560-5047-00 A-34 Antenna Installation Manual
  VHF Comm Antennas -

--     -- Standard VHF Comm Antenna see GX50/60/65 installation manual

  UAT Datalink Antennas -
590-0016-00 UAT Blade Antenna

(Aero Antenna AT130-1)
Uses C connector

590-0051-00 UAT Blade Antenna
(Aero Antenna AT130-2)

Uses TNC connector

560-0215-03 UAT Antenna Installation Manual
Notes:


